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I. Proposal Description
The applicant proposes to locate stormwater infrastructure associated with the proposed

single-family structure (COB 20-120601-BS) within a steep slope and steep slope buffer to
connect to existing downstream stormwater infrastructure to the southwest of the site. The
infrastructure improvements within the steep slope and buffer consists of 111 feet of 6-inch
HDPE piping, pipe stakes and anchors, and a diffuser tee. The proposal includes 10 linear
feet of minor ground disturbance within the outer portion of the steep slope buffer to daylight
underground stormwater infrastructure.

Proposals to locate new stormwater infrastructure within a steep slope and steep slope
buffer are required to receive approval through a Critical Areas Land Use Permit (CALUP).

See Figure 1 for proposed conditions.
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Il. Site Description, Zoning, Land Use and Critical Areas

A. Site Description
The subject property is located at 6615 170" PL SE and is listed under King County tax

parcel number 2524059085. The size of the lot is 26,434 square feet; contains a steep
slope critical area with a westerly aspect and its 50-foot buffer. Vegetation on site is
characterized by small to medium native evergreen and deciduous trees species; a
variety of native shrubs; and native groundcover associated with steep slopes. Areas of
invasive species, non-native grasses, and ornamental shrub species are found through
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much of the site. See Figure 2 for existing site conditions.

Figure 2

B. Zoning, Neighborhood Area, and Comprehensive Plan
The underlying zoning of the property is R-1.8 (a single-family zoning district) and it is
located within the Cougar Mountain Lakemont neighborhood area. The property has a
Comprehensive Plan designation of Single-Family Low Density (SF-L). See Figure 3 for
zoning; Figure 4 for subarea; and Figure 5 for Comprehensive Plan designation.

Figure 3
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Figure 4
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C. Land Use Context
The site is bordered to the north by R-3.5 single-family zoning; to the east by R-1 single-
family zoning; and the south and west by R-1.8 single-family zoning. See Figure 6 for
land use context information.
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D. Critical Areas

i. Steep Slopes
A steep slope critical area with a west-facing aspect is located on the west side of of
the site with approximately 64 feet of elevation change (1,240-1,306" ASL). A buffer
of 50 feet is applied from the top of the steep slope where the existing retaining wall
is located.

E. Critical Areas Functions and Values

i. Steep Slopes and Geologic Hazard Areas
Geologic hazards pose a threat to the health and safety of citizens when commercial,
residential, or industrial development is inappropriately sited in areas of significant
hazard. Some geologic hazards can be reduced or mitigated by engineering, design,
or modified construction practices. When technology cannot reduce risks to
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acceptable levels, building in geologically hazardous areas is best avoided (WAC
365-190).

Steep slopes may serve several other functions and possess other values for the
City and its residents. Several of Bellevue’s remaining large blocks of forest are
located in steep slope areas, providing habitat for a variety of wildlife species and
important linkages between habitat areas in the City. These steep slope areas also
act as conduits for groundwater, which drains from hillsides to provides a water
source for the City’s wetlands and stream systems. Vegetated steep slopes also
provide a visual amenity in the City, providing a “green” backdrop for urbanized areas
enhancing property values and buffering urban development.

lll. Consistency with Land Use Code Requirements:

A. General Development Requirements — 20.20

Stormwater infrastructure is allowed within the R-1.8 single-family zoning district.
Conformance with all zoning requirements will be verified as part of the required Building
Permit review. See Section X for Conditions of Approval related to required Building Permit.

B. Critical Areas Requirements LUC 20.25H:

Consistency with LUC 20.25H.055 — New or Expanded Stormwater Facilities
Location of stormwater facilities within a steep slope and buffer is allowed only when
no technically feasible alternative with less impact on the critical area or buffer exists.
In compliance with City of Bellevue Utilities codes and standards, minimum
requirement #1 requires discharge or stormwater to occur at the natural discharge
location, or westward and downslope. Site reconnaissance and analysis determined
fill soils to be present on-site associated with the steep slope and slope buffer and
determined on-site management of stormwater to be infeasible. The property
benefits from a downslope utility easement located adjacent to the western property
boundary, and in which a rock-lined swale currently exists. Minor clearing and
grading of approximately 10 linear feet of the outer portion of the steep slope will
occur to daylight underground stormwater infrastructure to transition to the above
ground 6-inch HDPE pipe. The HDPE pipe will run to the west over the existing
retaining wall and then southwest toward the rock-lined swale, and anchors and
stakes will be used to secure the HDPE pipe and minimize surface disturbance. A
temporary restoration plan will be required to be submitted for review under the
Building Permit (COB 20-120601). See Section X for conditions of approval related
to restoration plan requirements.

C. Consistency with Land Use Code Critical Areas Performance Standards:

Steep Slope Performance Standards — 20.25H.125
The stormwater infrastructure meets all performance standards of 20.25H.125. The

proposal is designed to avoid direct impacts to the slope and vegetative cover of the
slope while meeting City of Bellevue Utilities Code requirements and geotechnical



6615 170" Pl SE CALUP
21-115543-LO
Page 6

construction and safety recommendations. The placement and anchoring of HDPE
piping will avoid the need to discharge collected stormwater over the steep slope
towards existing stormwater infrastructure located downslope. No trees or other
mature vegetation are to be removed to accommodate the proposed stormwater
infrastructure.  No other structures, new impervious surface, or permanent
disturbance are proposed under this permit. The limited buffer area where
underground piping is daylighted and connected to the above ground HDPE pipe is
required to be restored to preconstruction levels. See Section X for Conditions of
Approval related to the restoration plan, Land Use inspection, and hold harmless

agreement.

IV. Public Notice and Comment

VI.

Application Date: July 14, 2021
Public Notice (500 feet): August 12, 2021
Minimum Comment Period: August 26, 2021

The Notice of Application for this project was published in the City of Bellevue weekly permit
bulletin on August 12, 2021, and it was mailed to property owners within 500 feet of the
project site. No comments have been received from the public as of the writing of this staff
report.

Summary of Technical Reviews

Clearing and Grading:

The Clearing and Grading Division of the Development Services Department has reviewed
the proposed development for compliance with Clearing and Grading codes and standards.
The Clearing and Grading staff found no issues with the proposed development. Due to the
proximity to steep slopes, site development is restricted during the rainy season to avoid
risk of impacts to the steep slope critical area, and all pesticides, insecticides, and fertilizer
use shall be in accordance with City of Bellevue Environmental Best Management Practices.
Geotechnical inspection conducted by the project engineer will be required to occur. See
Section X for Condition of Approval related to rainy season restrictions; pesticide,
insecticide, and fertilizer use; and geotechnical inspection.

Utilities:

The Utilities Division of the Development Services Department has reviewed the proposed
development for compliance with Utilities codes and standards. The Utilities staff found no
issues with the proposed development.

State Environmental Policy Act (SEPA)
Construction associated with the development of a single-family residence is categorically
exempt per WAC 197-11-800 (1).
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VII. Changes to Proposal as a Result of City Review
No changes were requested by the City during the review of this proposal.

VIIl.Decision Criteria
The proposal, as conditioned below, meets the applicable regulations and decision criteria
for a Critical Areas Land Use Permit pursuant to LUC Section 20.30P.

A. Critical Areas Land Use Permit Decision Criteria 20.30P
The Director may approve or approve with modifications an application for a critical
areas land use permit if:

1. The proposal obtains all other permits required by the Land Use Code;
Finding: The applicant must obtain a Building before beginning any work. See Section
X for Conditions of Approval related to required Building Permit.

2. The proposal utilizes to the maximum extent possible the best available
construction, design and development techniques which result in the least impact
on the critical area and critical area buffer;

Finding: The proposal has been designed to completely avoid direct impacts to the steep
slope and to minimize impacts to a limited portion of the outer 10 feet of the steep slope
buffer. The proposal avoids likely impacts identified by the project geotechnical engineer
associated with fill soil in the steep slope and in the location of the existing retaining by
routing stormwater through above ground piping.

3. The proposal incorporates the performance standards of Part 20.25H to the
maximum extent applicable, and;

Finding: As discussed in Section Il of this report, the proposal meets the performance
standards of LUC 20.25H.125 for work within a steep slope critical area.

4. The proposal will be served by adequate public facilities including street, fire
protection, and utilities; and;

Finding: The proposal is to install infrastructure to provide stormwater utility service to
the site.

5. The proposal includes a mitigation or restoration plan consistent with the
requirements of LUC Section 20.25H.210; and

Finding: Temporary restoration is discussed in the proposal reporting and is consistent
with the requirements of LUC 20.25H.210. Plans consistent with the activities of this
approval are required to be submitted under the Building Permits for review and final
approval. See Section X for Conditions of Approval related to required Building Permit.

6. The proposal complies with other applicable requirements of this code.
As discussed in Section Il of this report, the proposal complies with all other applicable
requirements of the Land Use Code.
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IX. Conclusion and Decision
After conducting the various administrative reviews associated with this proposal, including
Land Use Code consistency, SEPA, City Code and Standard compliance reviews, the
Director of Land Use does hereby approve with conditions the proposal to construct
stormwater infrastructure within the steep slope critical area and 50-foot steep slope buffer.

Note - Expiration of Approval: In accordance with LUC 20.30P.150 a Critical Areas Land
Use Permit automatically expires and is void if the applicant fails to file for a Building Permit
or other necessary development permits within one year of the effective date of the approval.

X. Conditions of Approval

The applicant shall comply with all applicable Bellevue City Codes and Ordinances
including but not limited to:

Applicable Ordinances Contact Person
Clearing and Grading Code- BCC 23.76 Savina Uzunow, 425-452-7860
Land Use Code- BCC 20 David Wong, 425-452-4282
Utilities Code- BCC 24 Jason Felgar, 425-452-7851

The following conditions are imposed under the Bellevue City Code or SEPA
authority referenced:

1.  Construction Permits:

Approval of this Critical Areas Land Use Permit does not constitute an approval of a
development permit. Application for a Building Permit is required to be submitted and
approved. Plans submitted as part of either permit application shall be consistent with the
activity permitted under this approval.

Authority: Land Use Code 20.30P.140
Reviewer: David Wong, Land Use

2. Rainy Season Restrictions:

Due to critical area proximity, no clearing and grading activity may occur during the rainy
season, which is defined as October 1 through April 30 without written authorization of the
Development Services Department. Should approval be granted for work during the rainy
season, increased erosion and sedimentation measures, representing the best available
technology must be implemented prior to beginning or resuming site work.

Authority: Bellevue City Code 23.76.093.A
Reviewer: Savina Uzunow, Clearing and Grading
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3. On Site Inspection by Geotechnical Engineer Required

The project geotechnical engineer of record or his representative must be on site during
critical earthwork operations. The geotechnical engineer shall observe the work within the
steep slope area. The engineer must submit field report in writing to DSD inspector. All
earthwork must be in general conformance with the recommendations in the geotechnical
report.

Authority: Bellevue City Code 23.76.050; 23.76.160
Reviewer: Savina Uzunow, Clearing & Grading

4. Final Restoration Plan
A restoration plan addressing any ground disturbance associated with the connection of the
underground piping to the above ground HDPE piping shall be submitted as a component
of the Building Permit. The plan shall include and identify all areas of restoration work, plant
materials, and quantities, and shall comply with species and spacing recommendations of
the Critical Areas Handbook.

Authority: Land Use Code 20.25H.205.F
Reviewer: David Wong, Land Use

5. Hold Harmless Agreement

Prior to building permit approval, the applicant or property owner shall submit a hold
harmless agreement releasing the City of Bellevue from any and all liability associated with
the installation and placement of stormwater infrastructure within the steep slope and steep
slope buffer. The agreement must meet city requirements and must be reviewed by the City
Attorney’s Office for formal approval.

Authority: Land Use Code 20.30P.170
Reviewer: David Wong, Land Use

6. Land Use Inspection
A Land Use (600) inspection is required prior to Building Permit final inspection to verify
plant installation is complete and according to the restoration plan.

Authority: Land Use Code 20.25H.220.F
Reviewer: David Wong, Land Use

7. Pesticides, Insecticides, and Fertilizers

The applicant must submit as part of the required Building Permit information regarding the
use of pesticides, insecticides, and fertilizers in accordance with the City of Bellevue’s
“Environmental Best Management Practices”.

Authority: Land Use Code 20.25H.080.A, 20.25H.100.F
Reviewer: David Wong, Land Use
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0P OF 2.03% f H F{ 7/ 3 SEGMENTAL BLOCK INGRESS, ECRESS, &
= —— BANK spco 2 r ! r 2.0 / | 6 SIDE SEWER @ 2.00%Z MIN WALL INSTALLED PER UTILITY EASEMENT
’ \ \ || o Ssco ) | , ; EINSTALL UNDER SEPARATE PERMITS) gggggﬂgﬂéﬁ?& s KCRN 20011105000878
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‘ | N DS r ' |scope awav Frow | (T s || PLANTER BOX (4’ MAX HEIGHT) 300 .
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‘ ; = ’ \| ' HHouse (rve) I - | 30" FRONT BSBL
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RS ‘ ps i WALKWAY S 01°2706" W 160.21" INGRESS, EGRESS, &
| 1 SN FE131229 *\ | (216 %) ¢ SDCO & KCRN 5136799, 5110801 ‘
( | 1Sy ROOF OVERHANG | PorRcH e 6" IE 1328.38 & 5097186
> (nP) "~ |PROPOSED SINGLE spco 7
[ 60'—4" PvC AMILY RESIDENCE 06% X
‘ = MFF - 1332.00 I i f 6" IE 1328.65
| BFF - 1320.51 | SDGD'Q Y spco 10
" - M ().
' COVERED e 1330.70
I || " DECK ' )
[ oF = DETENTION PIPE, SEE
| 50' 108 2eR DETAILS ON DP—01
= 5LOPE © o3 DS CB 3 TYPE
5pco 3 47IE 1313.75 3 47 |E 1328.92 SPILL CONTROL
RIM 1375.75 ~—5 GFF'- 1331.00 RIM 1330.79
4" IE 1313.77 6" IE 1328.79
) B A\ \ N iy /j/-f?'—cpvc 0 3.06%
‘__fp_‘_ CB 6 TYPE | \ o\ prc 35#__ 7575 // r4-36" PVC © 0.00%
TOR OF ! | o 6" IE 1309.85 \ ) : ’ 7 / r22'-6"PVC @ 5.86%
1 \ . | CB 4 TYPE lI-54
AR ‘ 27-4\pve/ 1 | 0% & [SOLID LOCKING LID
w0z sLoPE| APPROXIMATE 4.5 N 784 A /*/ CONTROL STRUCTURE
AREA ! | LOCATION OF W | RIM 1331.10
EXPOSED PIPE < ! . V8" IE 1322.00
<7 Reaar) | ; \ S 5 % 1331.25
515025 . _ P;pE ABOVE PIPE » K L—1330.70
AT CORNER W L 6" IE 1328.50
1.19:1 N 853845 iy ?6‘5-‘;3’ - RN :
21 7 SIDE - FD REBAR
ool (CAP UNREADABLE)
‘ AT CORNER
HDPE PIPE ANCHOR PER TP 1329
: DETAIL, SHEET SP—01 TOE 1327
SDCO 4 TOP 1331 3
1116” HDPE 47 IE 1316.69 m;?g;gza LEGAL DESCRIPTION
| (TOTAL LENGTH) CE S IOl TOE 1327 3 LEGEND
e 351910 THE NORTH 160 FEET OF THE EAST 165 FEET OF THE WEST 825 FEET OF
1\ TOP 1328 7 EXISTING FEATURES THE SOUTHEAST QUARTER OF THE NORTHWEST QUARTER OF SECTION 25,
spCco 5 TOE 1326 WATER MANHOLE TOWNSHIP 24 NORTH, RANGE 5 EAST, WILLAMETTE MERIDIAN, IN KING

COUNTY, WASHINGTON.

(ALSO KNOWN AS LOTS 1 AND 2, BLOCK 4, COUGAR RIDGE, ACCORDING TO
THE UNRECORDED PLAT THEREOF)

BASIS OF BEARING

NAD 83(2011) PER CITY OF BELLEWUE SURVEY CONTROL NETWORK
THE LINE BETWEEN POINT NO. 490 AND POINT NO. 3025 BEARS
N 45°4105'E BETWEEN FOUND MONUMENTS

VERTICAL DATUM

NAVD88 PER GPS OBSERVATIONS

SURVEY NOTES

1. THE TOPOGRAPHIC SURVEY SHOWN HEREON WAS PERFORMED IN
AUGUST OF 2015. THE FIELD DATA WAS COLLECTED AND RECORDED
ON MAGNETIC MEDIA THROUGH AN ELECTRONIC THEODOLITE. THE
DATA FILE IS ARCHIVED ON DISC OR CD. WRITTEN FIELD NOTES MAY
NOT EXIST. CONTOURS ARE SHOWN FOR CONVENIENCE ONLY. DESIGN
SHOULD RELY ON SPOT ELEVATIONS.

2. BURIED UTILITIES SHOWN BASED ON RECORDS FURNISHED BY OTHERS
AND VERIFIED WHERE POSSIBLE IN THE FIELD. TERRANE ASSUMES NO
LIABILITY FOR THE ACCURACY OF THOSE RECORDS OR ACCEPT
RESPONSIBILITY FOR UNDERGROUND LINES WHICH ARE NOT MADE
PUBLIC RECORD. FOR THE FINAL LOCATION OF EXISTING UTILITIES IN
AREAS CRITICAL TO DESIGN CONTACT THE UTILITY OWNER/AGENCY.
AS ALWAYS, CALL 1-800—-424—-5555 BEFORE CONSTRUCTION.

3. SUBJECT PROPERTY TAX PARCEL NO. 252405-9085.

VICINITY MAP

NOT TO SCALE

PROJECT TEAM

ARCHITECT

4D ARCHITECTS, INC.
135 7TH AVE WEST, SUITE 201
KIRKLAND, WA 98033

APPLICANT

ADAM LELAND HOME, INC
2630 100TH AVE NE
BELLEVUE, WA 98004

(425) 449-8353

(425) 5761414

CONTACT: BARBARA J. PICKENS AlA

GEOTECH ENGINEER

PANGEO, INC

3213 EASTLAKE AVE EAST, SUITE B
SEATILE, WASHINGTON 98102—7127
(206) 262-0370

CONTACT: JON REHKOPF

CONTACT: JULIE LELAND

CIVIL ENGINEER

BLUELINE

25 CENTRAL WAY, SUITE 400
KIRKLAND, WA 98033

(425) 250-7224

CONTACT: TODD A. OBERG, PE

PROJECT INFORMATION

PARCEL NUMBER: 42524059085

SITE AREA: 26,434 SF (0.609 AC)
TOTAL NUMBER OF LOTS: 1

ZONING: R-1.8

PROPOSED USE: SINGLE FAMILY RESIDENTIAL
SEWAGE DISPOSAL: CITY OF BELLEVUE

WATER SYSTEM: CITY OF BELLEVUE
SETBACKS: 20° FRONT, 5'/10° SIDE, 10° REAR
DEVELOPED NDITION.

HOUSE (ROOF): 5,455 SF
HARD SURFACE DRIVEWAY (PGHS): 2,468 SF
HARDSCAPE (WALKWAYS AND PATIO): 216 SF
TOTAL IMPERVIOUS: 8,139 SF
LAWN AND LANDSCAPING: 8,931 SF
UNDISTURBED AREA: 9,353 SF

PUMP SYSTEM NOTES

REFER TO SHEET 3 — GENERAL NOTES AND DETAILS FOR
PUMP SYSTEM REQUIREMENTS, SPECIFICATIONS AND DETAILS.

THE PUMP SYSTEM SHALL BE OWNED, OPERATED, REPAIRED

AND REPLACED AS NEEDED BY PROPERTY OWNER(S).
PROPERTY OWNER(S) SHALL BE RESPONSIBLE FOR ANY AND
ALL CLAIMS FOR INJURIES AND DAMAGE DUE TO THE
OPERATION OR FAILURE OF THE PUMP SYSTEM.

AMENDED SOILS NOTE

AMENDED SOILS PER BMP T5.13 AND BELLEWE STD PLAN

NDP—1 ARE REQUIRED FOR LANDSCAPED AREAS.

BUILDING CALCULATIONS

SEE ARCHITECTURAL SITE PLAN FOR TREE RETENTION,
BUILDING HEIGHTS AND FAR CALCULATIONS.

STORM DRAIN NOTES

1. TYPE | CATCH BASINS TO BE INSTALLED PER COB
STANDARD DETAIL D—-2.

2. LOCKING LIDS TO BE INSTALLED PER COB STANDARD
DETAIL D-8.

3. TAPPING TEE TO BE INSTALLED PER COB STANDARD

4

5.

DETAIL D—33.

CLEANOUTS TO BE PER COB STANDARD DETAIL D—-52.
CONTRACTOR TO VERIFY LOCATION AND ELEVATION OF
EXISTING STORM DRAIN FEATURES AT PROPOSED
CONNECTIONS PRIOR TO CONSTRUCTION AND NOTIFY
ENGINEER IFF CONFLICTS ARISE.

E: \Projects\20228\Dwg\Final\RoadStorm\20228SP.dwg

Jul 13, 2021 = 3:53pm — User dgabaldon

WATER NOTE SEWER NOTE PROPOSED STORM DRAINAGE [0 CATCH BASIN, TYPE |
4 o Py ———— e E T OB — STANDARD SRATE ©  CATCH BASIN, TYPE I CONIFERQUS TREE 4. SUBJECT PROPERTY AREA PER THIS SURVEY IS 26,434+ S.F. (0.61+ 6. ROOF AND FOOTING DRAIN PIPES SHALL BE SEPARATE
1” WATER SERVICE AND 1" WATER THE UNIFORM PLUMBING CODE REQUIRES BACKWATER VALVES C) S s PPE FLOW ACRES) LINES WHICH WILL BE JOINED AT AN ELEVATION OF AT
METER ARE TYPICAL RESIDENTIAL ON BUILDING SEWER WHERE THE FINISHED FLOOR IS BELOW THE z% }fgggxc DRAIN @ TYPE Il CB — LOCKING LID DECIDUOUS TREE 5 INSTRUMENTATION FOR THIS SURVEY WAS A TRIMBLE ELECTRONIC LEAST ONE FOOT BELOW THE LOWEST FOOTING DRAIN
SIZES. APPLICANT TO VERIFY SIZE IS RIM OF THE UPSTREAM MANHOLE (EL=1343.66). BACKWATER - SWALE OR DITCH <« PIPE FLOW ©  YARD DRAIN " DISTANCE MEASURING UNIT. PROCEDURES USED IN THIS SURVEY INVERT ELEVATION.
ADEQUATE TO MEET DOMESTIC AND, VALVES, IF THEY ARE INSTALLED, MUST BE LOCATED UPSTREAM - aTmEET FLOW > CULVERT END O  STORM CLEANOUT ASPHALT WERE DIRECT AND REVERSE ANGLES, NO CORRECTION NECESSARY.
IF REQUIRED, FIRE SPRINKLER FLOWS. OF THE CLEANOUT CLOSEST TO THE BUILDING. - - SURFACE FLOW o STORM CLEANOUT > STORM CULVERT END MEETS STATE STANDARDS SET BY WAC 332-130-090.
(O SEWER MANHOLE CONCRETE
%%‘g RERAPPAD ®  YARDDRAN - it REFERENCES SHEET INDEX
- GRAVEL

ROW NOTES B 7YPE I CB — LOCKING LID <1 SS PIPE FLOW 1. RECORD OF SURVEY, BOOK 280, PAGE 131, RECORDS OF KING 1 SP-0]1 STORMWATER SITE PLAN
1. TRENCHES WITHIN ROADWAY TO BE CONSTRUCTED PER COB STANDARD DETAIL 24—HOUR EROSJ/OPN CONTROL Q  FIRE HYDRANT WETLAND COUNTY, WASHINGTON. SITE PLAN B

RC—190-1. CONTACT NAME /PHONE B WATER METER
2. ADJUST EXISTING UTILITIES THAT BE IN CONFLICT WMITH PROPOSED IMPROVEMENTS. PROPOSED SANITARY SEWER AND WATER o GATE VALVE >40% SLOPE 2 s maToN DO 338, PAGE 291, RECORDS OF KING 4 SP-02 STORM OUTFALL PROFILE
3. UNDERGROUND NEW & EXISTING ONSITE LINES FROM THE EXISTING BUILDING TO CONTACT: IBD gg fxOgaE chfN B WATER METER 5 DP-01 STORM DETENTION PLAN

THE POINT OF ORIGIN AT THE PRIMARY /DISTRIBUTION LINES FOR THE UTILITIES. PHONE: 3. CITY OF BELLEVUE BOUNDARY LINE ADJUSTMENT NO. 16—129317

2 LW, RECORDING NO. 20160927900002, RECORDS OF KING COUNTY, 4 TP-O02Z TESC & DEMOLITION PLAN
WASHINGTON. 5 OGN-O1 GENERAL NOTES
@2021 BLUELINE
NO |DATE| BY |AFFR REVISIONS APPROVED BY SCALE:  AS NOTED
- UTILITY GRID # M—17
o7 DT 7132021 ALEXANDER RESIDENCE
25 CENTRAL WAY, SUITE 400
KIRKLAND, WA 98033
. 4p D A S oo TODD A. OBERG, PE STORMWATER SITE PLAN
WWW.THEBLUELINEGROUP.COM PROJECT MANAGER 5 I TE PLA N B
YANNICK METS, PE
B L U E L I N E DESIGNED BY JOB NUMBER: 20-228
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CITY OF BELLEVUE, WASHINGTON =25 = SE




